
Set includes:

1.Disposable CO2 Cartridge 95g (Over 40 liters of CO2!)

2. Regulator

  Durable, leakproof, high-pressure design

  Easily adjustable, stable and accurate CO2 output

3.  Holder for disposable cartridge

4.  CO2 Bubble Counter

5.  Check Valve

6.  CO2 Diffuser

  Micro-pore ceramic for effective diffusion

  Durable, easily cleaned and compact

  For best results, soak in water 24 hours before first use

7. Suction cup for CO2 Diffuser

8. Three feet of High tensile strength Polyurethane CO2/airline tubing





Instructions:

1. Place Disposable cartridge in base 
as shown.  This ensures the 
stability of the cylinder and 
protects the regulator from falls 
and damage.  

2. Before connecting regulator, turn 
control valve clockwise to ensure 
it is in the OFF position.  
CAUTION! Hand tighten only. Do 
not use a wrench or other tool. 

3. With the valve in the OFF position, carefully 
thread the regulator on to the disposable 
cartridge.  Threading  the regulator 
completely into the cartridge pierces the top 
of the cylinder thus opening it up for use.  
Once the regulator has been  attached, do 
not attempt to remove it until the cartridge  
has been completely exhausted. This will be 
indicated when the regulator shows “0” 
pressure.



 
4. To connect the air tubing to the regulator unscrew the nut 

completely.  Insert the tubing through the nut and secure the 
tubing to the regulator as shown.  Finally, secure the nut to 
the regulator.  This clamps the tubing in place and prevents 
leaks.  CAUTION! Hand tighten only. Do not use a wrench or 
other tool.

5. Install the check valve next. Cut 
the tubing a few inches from the 
regulator and insert the check 
valve stem. The side that reads 
“OUT” should face away from the 
regulator.  A check valve should 
always be used to prevent back 
flow of water, thus preventing 
damage to the regulator.  



6. Using a pipette or syringe for accuracy, the bubble 
counter should now be filled to the “WATER LEVEL” 
line with water.  The connection with the longer tube 
(that extends below the water level) should be 
attached to the tubing from the CO2 cylinder 
assembly.  Cut the tubing at a convenient point, 
allowing the bubble counter to be positioned on the 
outside of the tank with the suction cup provided. 
Place the bubble counter where you can observe it 
easily, to determine the rate at which CO2 is being 
added to the aquarium.



Once your CO2 cartridge is exhausted (you can be sure of this by opening the 
regulator valve all the way and observing no bubbles in the bubble counter), turn the 
regulator valve clockwise so it is completely off.  Simply unscrew the old cylinder from 
the assembly and replace it with a new one. Slowly open the valve again and you are 
good to go!

7. The final segment of tubing is now ready to be connected from the bubble 
counter to the diffuser.  Make sure to slide the suction cup onto the tubing 
before attaching the diffuser. Press the suction cup to the aquarium glass once 
the diffuser is positioned in the tank.  For optimal results, the diffuser should be 
located at or near the bottom of the tank.  

8. It is now time to slowly 
open the valve on top of the 
regulator and begin adding 
CO2 to your tank! Measure 
output with the bubble 
counter, 1 to 2 bubbles 
every 3 seconds is a 
recommended starting 
point. Observe the growth 
of plants and adjust the 
bubble count as you deem 
appropriate. Take care not 
to add so much CO2 that 
fish show signs of stress.


