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Power the pump on.  It will go directly into Mode 1 (Constant Flow Mode), which also sets the starting flow for Mode 2
(Pulse Wave Mode), and Mode 3 (Gyre Wave Mode).  Press the M button to change the mode.  1-XX Mode 1 (Constant
Flow Mode), 2-XX Mode 2 (Pulse Wave Mode), 3-XX Mode 3 (Gyre Wave Mode).
NOTE:  How the pump creates the wave:  Set a starting flow for the pump and the pump will change from start flow to
max flow with a different frequency.  Before setting Mode 2 and Mode 3, set the starting flow by Mode 1 first. 

Mode 2 (Pulse Wave Mode)
1. First set the starting flow.  Mode 1, the
light is on.  The intensity should be between
1-01 to 1-15.
2. Press “M” to Mode 2 (Pulse Wave Mode).
The Pulse light is on.  The indicator display
is 2-XX, which has 20 levels of frequency.
3. Press “+” and “-” to set the wave frequency. 
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Mode 1 (Constant Flow Mode)
1. When selecting Mode 1 (Constant
Flow Mode) the                 light is on.
The indicator display is 1-XX, which
has 20 levels.
2. Adjust the pump power level by
pressing “+” or “-” to reach the
desired power level. 
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Mode 3 (Gyre Wave Mode)
1. First set the starting flow.  Mode 1 the
                 light is on. The intensity should
be between 1-01 to 1-15. 
2. Press “M” to Mode 3 (Gyre Wave Mode).
The Gyre light is on.  The indicator display
is 3-XX, which has 20 levels of frequency.
3. Press “+” and “-” to set the wave frequency. 
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Commom Faults:
Software Overcurrent Protection

Hardware Overcurrent Protection

Over Voltage Protection

Phase Loss Protection
Locked Rotor Protection
Dry Running Protection
K-Jam Protection

Under Voltage Protection
Mode Setting
Toggle KeyPower/Feed

Decrease
Button Increase Button






